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MILLERSVILLE UNIVERSITY: 

EAST FREDERICK STREET ABANDONMENT 

ALTERNATIVES ANALYSIS
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McComsey Hall Parking Lot

High School Ave / High Volume 

Pedestrian Through Way

Intersection of High School 

Ave and E. Frederick Street 

High Volume Pedestrian Crossing 

S. George Street Roadway Segment/Bus 

Stop Area/On-street Parking Area along 

east side of street

High Volume Pedestrian Crossing 

High Volume Pedestrian Crossing 

High Volume Pedestrian Crossing 

E. Frederick Street Roadway 

Segment/High Volume Pedestrian 

Area/On-street Parking Area along 

north side of street

Intersection of James 

Street and Creek Drive

Signalized Intersection of Frederick Street and George Street (High Volume 

Pedestrian Crossings). The Highway Capacity Manual (HCM) assigns a 

Level of Service (LOS) designation between ñAò and ñFò to intersection 

operations. LOS ñAò designates free flowing operating conditions, while LOS 

ñFò denotes congested operating conditions. LOS ñDò and above is generally 

considered acceptable for urban areas.

High Volume Pedestrian Crossing North of the Frederick Street and George 

Street Intersection 

Intersection of James Street and S. 

George Street

S. George Street Parking (7 parking 

spaces, 2 handicapped spaces)

Unsignalized intersection of W. Frederick Street and Shenks Lane 

located approximately 275 feet west of the Frederick Street and 

George Street signalized intersection / High Volume Pedestrian 

Crossing on the westbound approach of Frederick Street.

Level of Service (LOS) Summary Table

Turning Movement LOS

SB Left-Thru D

SB Right C

EB Left-Thru-Right C

NB Left-Thru-Right D

WB Left C

WB Thru-Right C

Intersection D

Pedestrian Volume Summary

Time 

Period

Movements

Crossing SB 

Approach

Crossing WB 

Approach

Crossing NB 

Approach

Crossing EB 

Approach

9:00 AM 42 127 69 87

10:00 AM 42 137 60 104

11:00 AM 25 136 58 133

12:00 PM 39 175 56 173

1:00 PM 37 112 55 113

Total 185 687 298 610

Pedestrian Volume Summary

Time Period

Movements

McCullough St. 

Crosswalk

N. George St. Mid-Block 

Crossing

9:00 AM 372 33

10:00 AM 407 59

11:00 AM 276 53

12:00 PM 304 38

1:00 PM 285 54

Total 1644 237

EAST FREDERICK STREET ABANDONMENT 

ALTERNATIVES ANALYSIS: EXISTING CONDITIONS
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McComsey Hall Parking Lot:

Positive change due to increased 

vehicular accessibility. The second 

driveway will reduce the traffic on 

James Street and there will be no lost 

parking.

High School Ave / High Volume 

Pedestrian Through Way:

No change because the same 

traffic and pedestrian volumes 

will exist.

Intersection of High School Ave and E. 

Frederick Street:

Positive change because the closure 

of E. Frederick Street will reduce the 

traffic volumes along this segment, 

which will greatly reduce pedestrian 

conflicts.

High Volume Pedestrian Crossing:

Negative change due to the increased 

pedestrian conflicts caused by the 

increase in vehicular traffic along James 

Street.

S. George Street Roadway Segment/Bus Stop Area/On-

street Parking Area along east side of street:

Positive change to pedestrian safety and mobility.  

Negative changes to bus routes, bus stop, on-street 

parking, and parking lot access.  Pedestrian safety 

and mobility outweighs the negative changes since 

bus routes can be rerouted, bus stops can be 

moved, parking spots can be added at another 

location, and parking lot access will be 

accommodated with existing roads.

High Volume Pedestrian Crossing:

Positive change because the 

closure of E. Frederick Street will 

reduce the traffic volumes along 

this segment, which will greatly 

reduce pedestrian conflicts.

High Volume Pedestrian Crossing:

Positive change because the 

closure of E. Frederick Street will 

eliminate vehicular-pedestrian 

conflicts.

High Volume Pedestrian Crossing:

Negative change due to the 

increased pedestrian conflicts 

caused by the increase in traffic 

along James Street.

E. Frederick Street Roadway 

Segment/High Volume Pedestrian 

Area/On-street Parking Area along north 

side of street:

Positive change to pedestrian safety 

and mobility.  Negative changes to 

on-street parking and to emergency 

service access.  Pedestrian safety 

and mobility outweighs the negative 

changes since parking spots can be 

added at another location and 

emergency service access can be 

accommodated with proper design.

Intersection of James Street and Creek 

Drive:

No change because the net result of 

decreasing vehicular conflicts and 

increasing vehicular traffic is relatively 

even.

Signalized Intersection of Frederick Street and George Street (High Volume 

Pedestrian Crossings). The Highway Capacity Manual (HCM) assigns a 

Level of Service (LOS) designation between ñAò and ñFò to intersection 

operations. LOS ñAò designates free flowing operating conditions, while LOS 

ñFò denotes congested operating conditions. LOS ñDò and above is generally 

considered acceptable for urban areas.

Positive change, the overall intersection LOS improves from a D to a C 

with the redistribution of traffic from E. Frederick Street, the addition of 

an access to the McComsey Hall Parking Lot via E. Frederick Street, 

and the redistribution of traffic from the S. George Street closure.   

Assumptions concerning the redistribution of traffic are based on 

existing traffic distributions and available route alternatives.  The LOS 

results assume that the intersection signal timings were optimized.

High Volume Pedestrian Crossing North of the Frederick Street and George 

Street Intersection:

No change because the same traffic and pedestrian volumes will exist.

Intersection of James Street and S. George 

Street:

Positive change because the pedestrian 

conflict points are decreased with the 

closure of a portion of S. George Street.

S. George Street Parking (7 parking 

spaces, 2 handicapped spaces):

No change because the parking 

spaces are not affected.

Unsignalized intersection of W. Frederick Street and Shenks Lane 

located approximately 275 feet west of the Frederick Street and 

George Street signalized intersection / High Volume Pedestrian 

Crossing on the westbound approach of Frederick Street:

Negative change due to the increased WB and NB volumes 

caused by the redistributed traffic from the closure of S. George 

Street.
Level of Service (LOS) Summary Table

Turning Movement LOS

SB Left-Thru C

SB Right B

EB Left-Thru-Right C

NB Left-Thru-Right D

WB Left D

WB Thru-Right D

Intersection C

EAST FREDERICK STREET ABANDONMENT ALTERNATIVES 

ANALYSIS: ALTERNATIVE 1
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McComsey Hall Parking Lot:

Negative change because parking 

spots will be lost with the extension 

of High School Avenue.

High School Ave / High Volume Pedestrian 

Through Way:

Negative change because the same 

pedestrian volumes will exist, but traffic 

volumes along High School Avenue will 

increase.

Intersection of High School Ave and E. 

Frederick Street:

Negative change because traffic 

volumes will be increased at the 

intersection, which will increase 

pedestrian conflicts.

High Volume Pedestrian Crossing:

Negative change due to the increased 

pedestrian conflicts caused by the 

increase in vehicular traffic along James 

Street.

S. George Street Roadway Segment/Bus Stop Area/On-

street Parking Area along east side of street:

Positive change to pedestrian safety and mobility.  

Negative changes to bus routes, bus stop, on-street 

parking, and parking lot access.  Pedestrian safety 

and mobility outweighs the negative changes since 

bus routes can be rerouted, bus stops can be 

moved, parking spots can be added at another 

location, and parking lot access will be 

accommodated with existing roads.

High Volume Pedestrian Crossing:

Positive change because the 

closure of E. Frederick Street will 

reduce the traffic volumes along 

this segment, which will greatly 

reduce pedestrian conflicts.

High Volume Pedestrian Crossing:

Positive change because the 

closure of E. Frederick Street will 

eliminate vehicular-pedestrian 

conflicts.

High Volume Pedestrian Crossing:

Negative change due to the 

increased pedestrian conflicts 

caused by the increase in traffic 

along James Street.

E. Frederick Street Roadway 

Segment/High Volume Pedestrian 

Area/On-street Parking Area along north 

side of street:

Positive change to pedestrian safety 

and mobility.  Negative changes to 

on-street parking and to emergency 

service access.  Pedestrian safety 

and mobility outweighs the negative 

changes since parking spots can be 

added at another location and 

emergency service access can be 

accommodated with proper design.

Intersection of James Street and Creek 

Drive:

No change because the net result of 

decreasing vehicular conflicts and 

increasing vehicular traffic is relatively 

even.

Signalized Intersection of Frederick Street and George Street (High Volume 

Pedestrian Crossings). The Highway Capacity Manual (HCM) assigns a 

Level of Service (LOS) designation between ñAò and ñFò to intersection 

operations. LOS ñAò designates free flowing operating conditions, while LOS 

ñFò denotes congested operating conditions. LOS ñDò and above is generally 

considered acceptable for urban areas.

Positive change, the overall intersection LOS improves from a D to a C 

with the redistribution of traffic from the S. George Street closure.   

Assumptions concerning the redistribution of traffic are based on 

existing traffic distributions and available route alternatives.  It was 

assumed that the new traffic patterns caused by the E. Frederick Street 

closure and extension of High School Avenue will be similar to existing 

traffic distributions.  The LOS results assume that the intersection 

signal timings were optimized.

High Volume Pedestrian Crossing North of the Frederick Street and George 

Street Intersection:

No change because the same traffic and pedestrian volumes will exist.

Intersection of James Street and S. George 

Street:

Positive change because the pedestrian 

conflict points are decreased with the 

closure of a portion of S. George Street.

S. George Street Parking (7 parking 

spaces, 2 handicapped spaces):

No change because the parking 

spaces are not affected.

Unsignalized intersection of W. Frederick Street and Shenks Lane 

located approximately 275 feet west of the Frederick Street and 

George Street signalized intersection / High Volume Pedestrian 

Crossing on the westbound approach of Frederick Street:

Negative change due to the increased WB and NB volumes 

caused by the redistributed traffic from the closure of S. George 

Street.

Level of Service (LOS) Summary Table

Turning Movement LOS

SB Left-Thru D

SB Right B

EB Left-Thru-Right C

NB Left-Thru-Right D

WB Left D

WB Thru-Right D

Intersection C

EAST FREDERICK STREET ABANDONMENT ALTERNATIVES 

ANALYSIS: ALTERNATIVE 2
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McComsey Hall Parking Lot:

Negative change because parking 

spots will be lost with the 

introduction of a new roadway.  

Pedestrian conflicts will also increase 

as pedestrians will be required to 

cross the new roadway to access the 

east side of campus.

High School Ave / High Volume Pedestrian 

Through Way:

No change because similar traffic and 

pedestrian volumes will exist.

Intersection of High School Ave and E. 

Frederick Street:

No change because similar traffic 

volumes will exist.

High Volume Pedestrian Crossing:

No change because similar traffic and 

pedestrian volumes will exist.

S. George Street Roadway Segment/Bus Stop Area/On-

street Parking Area along east side of street:

Positive change to pedestrian safety and mobility.  

Negative changes to bus routes, bus stop, on-street 

parking, and parking lot access.  Pedestrian safety 

and mobility outweighs the negative changes since 

bus routes can be rerouted, bus stops can be 

moved, parking spots can be added at another 

location, and parking lot access will be 

accommodated with existing roads.

High Volume Pedestrian Crossing:

No change because similar traffic 

and pedestrian volumes will exist.

High Volume Pedestrian Crossing:

Negative change due to the 

increased pedestrian conflicts 

caused by the introduction of a 

new roadway.

High Volume Pedestrian Crossing:

Negative change due to the 

increased pedestrian conflicts 

caused by the increase in traffic 

along James Street and the 

introduction of a new roadway.

E. Frederick Street Roadway 

Segment/High Volume Pedestrian 

Area/On-street Parking Area along north 

side of street:

Positive change to pedestrian safety 

and mobility.  Negative changes to 

on-street parking and to emergency 

service access.  Pedestrian safety 

and mobility outweighs the negative 

changes since parking spots can be 

added at another location and 

emergency service access can be 

accommodated with proper design.

Intersection of James Street and Creek 

Drive:

No change because the net result of 

decreasing vehicular conflicts and 

increasing vehicular traffic is relatively 

even.

Signalized Intersection of Frederick Street and George Street (High Volume 

Pedestrian Crossings). The Highway Capacity Manual (HCM) assigns a 

Level of Service (LOS) designation between ñAò and ñFò to intersection 

operations. LOS ñAò designates free flowing operating conditions, while LOS 

ñFò denotes congested operating conditions. LOS ñDò and above is generally 

considered acceptable for urban areas.

Positive change, the overall intersection LOS improves from a D to a C 

with the redistribution of traffic from the S. George Street closure.   

Assumptions concerning the redistribution of traffic are based on 

existing traffic distributions and available route alternatives.  It was 

assumed that the new traffic patterns caused by the E. Frederick Street 

closure and construction of the new roadway will be similar to existing 

traffic distributions.  The LOS results assume that the intersection 

signal timings were optimized.

High Volume Pedestrian Crossing North of the Frederick Street and George 

Street Intersection:

No change because the same traffic and pedestrian volumes will exist.

Intersection of James Street and S. George 

Street:

Positive change because the pedestrian 

conflict points are decreased with the 

closure of a portion of S. George Street.

S. George Street Parking (7 parking 

spaces, 2 handicapped spaces):

No change because the parking 

spaces are not affected.

Unsignalized intersection of W. Frederick Street and Shenks Lane 

located approximately 275 feet west of the Frederick Street and 

George Street signalized intersection / High Volume Pedestrian 

Crossing on the westbound approach of Frederick Street:

Negative change due to the increased WB and NB volumes 

caused by the redistributed traffic from the closure of S. George 

Street.

Level of Service (LOS) Summary Table

Turning Movement LOS

SB Left-Thru D

SB Right B

EB Left-Thru-Right C

NB Left-Thru-Right D

WB Left D

WB Thru-Right D

Intersection C

EAST FREDERICK STREET ABANDONMENT ALTERNATIVES 

ANALYSIS: ALTERNATIVE 3
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McComsey Hall Parking Lot:

No change from Alternative 1 

conditions without improvements.

High School Ave / High Volume 

Pedestrian Through Way:

No change from Alternative 1 

conditions without improvements.

Intersection of High School Ave and E. 

Frederick Street:

No change from Alternative 1 

conditions without improvements.

High Volume Pedestrian Crossing:

Positive change by providing upgraded 

pedestrian crossings.

S. George Street Roadway Segment/Bus Stop Area/On-

street Parking Area along east side of street:

Positive change after implementing new bus routes 

and/or creating a bus turn-around at the intersection 

of James Street and S. George Street.

High Volume Pedestrian Crossing:

No change from Alternative 1 

conditions without improvements.

High Volume Pedestrian Crossing:

No change from Alternative 1 

conditions without improvements.

High Volume Pedestrian Crossing:

Positive change by providing 

upgraded pedestrian crossings.

E. Frederick Street Roadway 

Segment/High Volume Pedestrian 

Area/On-street Parking Area along north 

side of street:

No change from Alternative 1 

conditions without improvements.

Intersection of James Street and Creek 

Drive:

Positive change by making the 

eastbound right-turn from James Street 

onto Creek Drive the through roadway 

and vice versa. The southbound traffic 

on Creek Drive approaching the James 

Street intersection will have a stop sign.

Signalized Intersection of Frederick Street and George Street (High Volume 

Pedestrian Crossings). The Highway Capacity Manual (HCM) assigns a 

Level of Service (LOS) designation between ñAò and ñFò to intersection 

operations. LOS ñAò designates free flowing operating conditions, while LOS 

ñFò denotes congested operating conditions. LOS ñDò and above is generally 

considered acceptable for urban areas.

Although, Alternative 1 operates at LOS D or better for all movements, 

there are some simple improvements that can be made in order to 

provide additional capacity and help alleviate queue lengths at the 

intersection.  These improvements include removing the parking on S. 

George Street, restriping the road to include a left-turn lane for the 

northbound approach, and optimizing the signal timings.  As a result, 

the overall intersection delay decreases and the cycle length 

decreases, thus reducing pedestrian delays. 

High Volume Pedestrian Crossing North of the Frederick Street and George 

Street Intersection:

Positive change by implementing traffic calming measures described in 

the pedestrian evaluation report.

Intersection of James Street and S. George 

Street:

No change from Alternative 1 conditions 

without improvements.

S. George Street Parking (7 parking spaces, 2 

handicapped spaces):

Negative change because the parking will 

be removed to accommodate a northbound 

left-turn lane.

Unsignalized intersection of W. Frederick Street and Shenks Lane 

located approximately 275 feet west of the Frederick Street and 

George Street signalized intersection / High Volume Pedestrian 

Crossing on the westbound approach of Frederick Street:

Positive change with the implementation of a right turn lane on 

Shenks Lane.

Level of Service (LOS) Summary Table

Turning Movement LOS

SB Left-Thru D

SB Right B

EB Left-Thru-Right C

NB Left D

NB Thru-Right D

WB Left D

WB Thru-Right D

Intersection C

EAST FREDERICK STREET ABANDONMENT ALTERNATIVES 

ANALYSIS: ALTERNATIVE 1 WITH IMPROVEMENTS


